ADD-A-LEVEL™ AssEMBLY INSTRUCTIONS
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Components: Oil all sockets before assembly
(2) 2'x3’ Platform
@ Stackers - (4) 1
QO Rubber feet - (4) Base Unit
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(2) 2'x4’ Platform
@ Stackers - (4)
(O Rubber feet - (6)
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Step 1
® = ® Invert platform and insert rubber feet.
Note: Item may ship pre-assembled.
(2) 2'x5.5’ Platform
® Stackers - (4) .
O Rubber feet - (8) Add-on Unit
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7 7 Note:
® & ® Larger platforms should be disassembled before
moving. Proper lubrication of the sockets during
i lubricati f th kets duri
(2) 2'x8’ Platform assembly dramatically helps during disassembly.
® Stackers - (4) fSeparatt_e panels equally by pulling apart the panels
O Rubber feet - (11) in small increments at the stackers until they are
@ @ @ free.
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(2) 3'x3’ Platform
® Stackers - (4)
O Rubber feet - (5)
(O ® PLATFORM
@ RUBBER FOOT
Step 2
& Set completed base unit upright and Align upper-level platform and lower-level
O] ® insert stackers in sockets as shown. stackers. Push upper platform all the way
, , down over stackers. Repeat steps for mutli-
(2).3 XSS t.:clzle?;f(-)r(rz) level configurations.
(O Rubber feet - (8)
O { ®
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= =E ADD-A-LEVEL ™ w/ PolyClip Instructions
@ o ® Step 1
Paosition clip on outside edge |
(2) 3'x8’ Platform and inside rib as shown. Use at  Platform “A” i
@ Stackers - (8) least two clips per panel joint. ‘ \
O Rubber feet - (11) } |
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= Step 2
} Align Platform A and set down on
clip using the outside edge and ; m In m
® ® ® inside rib. 1 m CLIP—
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